
 

 

ADDENDUM 

EXHIBIT A - SCOPE OF WORK 

Landside Asphalt Maintenance – 2026 

Airport Office Building & Long-Term Parking Lot 

 
1. Proposal Submission Date: July 24, 2026 

 

2. Project Overview 

Provide all labor, materials, equipment and supervision necessary to perform the asphalt maintenance 

work identified in Sections 8, 9, 10 & 11 to asphalt surfaces not previously seal coated at the Airport 

Office Building and Long-Term Parking Lot located at 10266 Truckee Airport Road, Truckee, CA (see 

attached map). 

 

3. Work Schedule 

• Work shall occur after Labor Day 2026. 

• The airport operates seven days per week. 

• Work hours: 7:00 a.m. – 5:00 p.m., any day of the week. 

• Work must be completed within two weeks of commencement. 

 

4. Communication Requirements 

Contractor shall maintain daily communication with designated airport representatives to support 

coordination with impacted tenants and long-term parking lot customers. 

 

5. Public Works Requirements 

• This is a California Prevailing Wage project (Nevada County). 

• Contractors must be registered with the California Department of Industrial Relations (DIR) in 

compliance with Labor Code §1725.5 prior to submitting a bid. 

• All work is subject to applicable state public works laws and reporting requirements. 

 

6. Contractor Qualifications and Responsibilities 

• Contractor must be properly licensed, bonded, and insured. 

• Contractor shall supply portable toilets for the duration of the project. 

• Contractor is responsible for all tools, equipment, and materials. 

• Contractor shall maintain a clean jobsite and handle all waste in compliance with environmental 

regulations. 

 

7. Materials 

• The seal coat shall be a coal-tar-free asphalt pavement sealer with a minimum of 50 percent 

solids by volume in the undiluted manufactured product. The sealer shall be designed to protect 



 

 

the asphalt pavement from oxidation, fuel and oil exposure, and weathering. Acceptable 

products include RaynGuard’s SteelGuard 60 or approved equal meeting the specified minimum 

solids content and performance characteristics. 

• Crack filling material shall be a Type 2 hot applied, asphalt-based crack filling product suitable 

for Truckee’s climate and temperatures. 

• Striping paint shall be a durable water-based, fast-dry striping paint suitable for Truckee’s 

climate and temperatures. 

8. Surface Preparation 

• Perform all cleaning and preparation work in accordance with RaynGuard’s and hot-applied 

asphalt-based crack filling manufacturer's recommendations and industry best practices: 

• Remove dirt, debris, plants/weeds and contaminants from within the cracks and asphalt surface 

using a high CFM blower, mechanical or manual broom, wire brush, and/or high-pressure power 

washer. 

• Apply oil spot primer to areas with oil or grease buildup. 

• Ensure surfaces are clean, dry, and properly prepared prior to coating. 

 

9. Hot Applied Crack Filling 

• Fill all cracks greater than ¼ inch with a Type 2 hot applied, asphalt-based crack filling product 

in accordance with the manufacturer's recommendations and industry best practices: 

• Apply when the pavement temperature is at least 50 degrees F. 

• If needed, apply a second coat to areas where the initial material has settled to create a finished 

product that is leveled with the asphalt grade. 

 

10. Seal Coat Application 

• Apply two coats of SteelGuard 60 to unsealed asphalt. 

• Apply SteelGuard 60 onto clean, dry or damp surfaces from which all contaminates have been 

removed 

• Apply when the pavement and air temperature is at least 55 degrees F. 

• Allow two hours of dry time between the first application and the second application. 

• Application shall cease during windy or adverse weather conditions. 

 

11. Parking Lot Striping 

• Striping shall match the existing approved layout and identifying colors using a high-quality 

traffic-grade paint suitable for the climatic conditions and traffic use: 

• Ensure pavement is dry and suitable for striping at time of application. 

 

12. Protection and Safety 

• Contractor is responsible for protecting all adjacent exterior elements, including concrete 

curbing, landscaping, signage, vehicles, and other items adjacent to the area being sealed. 



 

 

• Contractor to maintain safe access for all vehicles and pedestrians during work. 

• Contractor to provide temporary traffic control, cones, barricades and signage as necessary to 

safely perform the work. 

• All required safety equipment shall be provided and maintained by the contractor. 

 

13. Utilities 

• Water and power will be provided by the Truckee Tahoe Airport District. 


